Troubleshooting

1. No beep at power-up
Is power wire connected to ECU correctly?
Verify the ground connection.
Is buzzer plugged in?
Have you connected the proper reverse light wire?

2. False warning tone
Is sensor mounted too low or pointed at the ground?

3. Sensors do not detect any obstacles
Are sensors properly plugged into the correct sockets?

c) The unit has been modified or used in a manner contrary
to its intended purpose.

d) The unit has been damaged by accident, unreasonable
use, neglect, improper installation or service.

Ill. The warranty does not cover:

a) Damage caused by incorrect or poor installation, problems
which may be caused by anomalies in the vehicle's electrical
system or originating from the environment in which the system
is operated ;

b) Damage to the system caused by accident or improper
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use in any manner whatsoever not the fault of Steelmate,
including but not limited to damage by water or as a result of
excess voltage applied to the system or if misused or repaired
or altered in any way other than by Steelmate or it's authorized
B. Forinstaller or dealer: agent.

1) Replace the ECU and recheck the system.

2) Test the sensors with certified ECU by using a flat

wooden board.
3) Plug the certified sensors into the ECU and recheck.
4) Email your questions to us and we will reply ASAP.

If the problem persists, please follow these steps:
A. For consumers: contact your dealer or nearby service
centre
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Steelmate warranty card

Warranty User-

I. The unit is warranted for a limited period of time from the Tel:
date of purchase. In the unlikely event of a defect arising in this
product when used in accordance with the manufacturer's
instructions, the parts would be repaired or replaced free of
charge.

Vehicle reg No.:

Product model No.:

Serial No:

a) It is required to show warranty card when making any
warranty claims.

b) The model and serial number on the unit must be the
same as the information on the warranty card.

Date of installation:

Name of the retailer Signed by retailer

II. This warranty is non-transferable and is automatically
void if:

a) The original purchaser has not completed the warranty
card.

b) The unit's serial number is defaced, missing or altered.

Steelmate Co., Ltd.

www.steel-mate.com
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Built-in sensor installation m

Self-test function

Complete rear protection

Prevent accidental impact

Perfect performance in all weather conditions

(-40°C~+85°C/ -40°F~+185°F)

® Do not interfere with the vehicle's electronic
system

® Easy installation

® Quality guaranteed

Warning modes and indications
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Important notice: the sensor should be installed vertically, the "up"sign must be on upside.

Technical specifications

Improper installation will result in false alert Stage| Distance
Detection range: 0.1~1.5m/ 0.3~5.0ft
Voltage: 10~15V 1] oo
Input: 4W (max) , 0.9~0.6m/
Temperature: -40 ~ +85°C/ -40~ +185°F 3.0~2.0ft
Beep: 70~90dB g.g:?.gfr?/ Be—Be —
Sensor installation height: = Stop
Built-in sensor:  45~60cm/ 1.5~2.0ft 4 | <0.3m/1.0ft Be

Stick sensor: 60~80cm/ 2.0~2.5ft

The sensor should be installed vertically Warning sound Remark

Be-— B Safe

Be-Be-Be-Be- Slow

Mark the sensor position with
an awl to prevent the electric drill
slipping away

The hole should be
vertical

Drill a hole on the mark
with an electric drill hole firmly.

Push the sensor into the

% Sensor size and shape may vary.

How does the system work

The system will test all the sensors automatically when reverse gear is selected. Then, it starts to
scan and detect the area behind the vehicle.

The system will beep to warn the driver if an object is detected behind the vehicle. The closer the
distance the quicker the beeps.
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